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CHAPTER  I — ENVIRONMENTAL 
PROTECTION  AGENCY 

(PRL  764-31 

PART  60— STANDARDS  OF  PERFORM¬ 
ANCE  FOR  NEW  STATIONARY  SOURCES 

Applicability  Dates 

AOEINCY:  Elnvlronmental  Protection 
Agency. 

ACTION:  Pinal  rule. 

SUMMARY:  This  action  incorporates 
into  the  regulations  the  dates  on  which 
the  standards  of  performance  are  applic¬ 
able.  The  dates  were  not  a  part  of  the 
regulations  at  the  time  of  their  promul¬ 
gation  and  considerable  confusion  exists 
over  when  the  standards  apply.  This  ac¬ 
tion  removes  ttie  confusion  and  makes 
future  enforcement  of  the  standards 
easier. 

EFFECTIVE  DATE:  August  24. 1977. 

FOR  FURTHER  INFORMATION  CON¬ 
TACT. 

Don.  R.  Goodwin.  Emission  Standards 
and  Engineering  Division,  Environ¬ 
mental  Protection  Agency.  Research 
Triangle  Park.  Nortli  Carolina  27711, 
telephone  919-541-5271. 

SUPPI.EMENTARY  INFORMATION: 
Section  111  of  the  Clean  Air  Act  provides 
that  “new  source”  under  that  section 
means  “any  stationary  source,  the  con¬ 
struction  or  modification  of  which  is 
commenced  after  the  publication  of  reg¬ 
ulations  (or,  if  earlier,  proposed  regula¬ 
tions)  prescribing  a  standard  of  perform¬ 
ance  which  will  be  applicable  to  such 
source.”  Thus,  for  standards  of  perform¬ 
ance  under  section  111,  the  proposal  date 
(or.  in  the  event  there  was  no  proposal, 
the  promulgation  date)  of  a  standard 
constitutes  its  aiH>llcability  date.  While 
this  information  is  contained  in  the  "Ap¬ 
plicability"  section  (!  60.2)  of  the  Gen¬ 
eral  Provisions,  the  Agency  has  not,  until 
now,  incorporated  in  the  regulations  the 
specific  applicability  date(s)  for  each 
standard. 

The  absence  of  these  dates  from  the 
various  regulations  has  led  to  some  con¬ 
fusion.  The  most  frequent  mistake  is  for 
the  applicability  date  to  be  confused  with 
the  effective  date.  The  effective  date  is 
the  day  on  which  the  regulation  becomes 
law  (usually  the  day  the  final  regulation 
is  published  in  the  Federal  Register). 
The  effective  date  has  customarily  been 
noted  in  the  preamble  to  the  final  regu¬ 
lation  when  it  appears  in  the  Federal 
Register.  A  regulation,  then,  usually  be¬ 
comes  effective  upon  promulgation  and 
applies  to  sources  constructed  or  modi¬ 
fied  after  the  proposal  date. 

In  view  of  past  confusion  and  the 
growing  number  of  regulations,  includ¬ 
ing  revisions  and  amendments,  the 
Agency  has  decided  to  hereafter  incor¬ 
porate  the  (vplicability  date(s)  imder 
the  “Applicability  and  designation  of  af¬ 
fected  facility”  section  of  each  subpart. 
Tills  action  should  serve  to  clarify  which 
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facilities  are  affected  by  these  regula¬ 
tions.  This  amendment  provides  clarifi¬ 
cation  of  the  applicability  dates  only  for 
the  standards  promulgated  to  date.  An 
applicability  statement  will  be  added  to 
regulations  under  proposal  and  to  future 
regulations  at  the  time  of  promulgation. 

Miscellaneous 

As  this  action  has  no  regulatory  im¬ 
pact,  but  only  sets  forth  applicability 
dates  for  the  purpose  of  clarification, 
public  participation  was  Judged  un¬ 
necessary. 

(Secs.  Ill  and  301(a)  of  the  Clean  Air  Act; 
sec.  4(a)  of  Pub.  L.  91-604.  84  Stat.  1683:  sec. 
2  of  Pub.  L.  90-148,  81  Stat.  604  (42  U.S.C. 
1867C-6.  1857g(a)).) 

Note. — ^The  Bhivlronmental  Protection 
Agency  has  determined  that  this  document 
does  not  contain  a  major  proposal  requiring 
preparation  of  an  Economic  Impact  Analysis 
under  Executive  Orders  11821  and  11949  and 
OMB  Circular  A-107. 

Dated:  July  18.  1977. 

Barbara  Blum. 

Acting  \dministrator 

40  cm  Part  60  l<!  amended  by  revising 
Subparts  D  through  AA  as  follows: 

Subpart  I)-— Standards  of  Performance  for 
Fossil-Fuel-Fired  Steam  Generators 

1.  Section  60.40  is  revised  as  follow's: 

§  C0.40  Applicability  and  designation  uf 
affected  facility. 

(a)  The  affected  facilities  to  which  the 
provisions  of  this  subpart  apply  are: 

(1)  Each  fossll-fuel-fired  steam  gen¬ 
erating  unit  of  more  than  73  megawatts 
heat  input  rate  (250  million  Btu  per 
hour) . 

(2)  Each  fossil-fuel  and  wood-residue- 
fired  steam  generating  unit  capable  of 
firing  fossil  fuel  at  a  heat  input  rate  of 
more  than  73  megawatts  (250  million 
Btu  per  hour) . 

(b)  Any  change  to  an  existing  fossil- 
fuel-fired  steam  generating  unit  to 
accommodate  the  use  of  combustible 
materials,  other  than  fossil  fuels  as 
defined  in  this  subpart,  shall  not  bring 
that  unit  under  the  applicability  of  this 
subpart. 

(c)  Any  facility  imder  paragraph  (a) 
of  this  section  that  commences  con¬ 
struction  or  modification  after  August 
17,  1971,  is  subject  to  the  requirements 
of  this  subpart. 

Subpart  E — Standards  of  Performance  for 
Incinerators 

2.  Section  60.50  is  revised  as  follows: 

§  60.50  Applicability  and  designation  of 
affected  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  each  Incinerator  of  more 
than  45  metric  tons  per  day  charging 
rate  (50  tons/day) ,  which  is  the  affected 
facility. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  August  17. 
1971,  is  subject  to  the  requirements  of 
this  subpart. 


Subpart  F — Standards  of  Performance  for 
Portland  Cement  Plants 

3.  Section  60.60  is  revised  as  follows: 

§  60.60  Applicability  and  designation  of 
affected  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  the  following  affected  fa¬ 
cilities  in  Portland  cement  plants:  kiln, 
clinker  cooler,  raw  mill  system,  finish 
mill  system,  raw  mill  dryer,  raw  material 
storage,  clinker  storage,  finished  product 
storage,  conveyor  transfer  points,  bag¬ 
ging  and  bulk  loading  and  unloading  sys¬ 
tems. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  August  17. 
1971,  is  subject  to  the  requirements  of 
this  subpart. 

Subpart  G — Standards  of  Performance  for 
Nitric  Acid  Plants 

4.  Sertlon  60.70  is  revised  as  follows: 

§  60.70  Applicability  and  designation  of 
affected  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  each  nitric  acid  production 
unit,  which  is  the  affected  facility. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  August  17, 
1971,  is  subject  to  the  requirements  of 
this  subpart. 

Subpart  H — Standards  of  Performance  for 
Sulfuric  Acid  Plants 

5.  Section  60.80  is  revised  as  follows: 

§  60.80  Applicability  and  designation  of 
affected  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  each  sulfuric  acid  produc¬ 
tion  unit,  which  is  the  affected  facility. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  August  17, 
1971,  is  subject  to  the  requirements  of 
this  subpart. 

Subpart  I — Standards  of  Performance  for 
Asphalt  Concrete  Plants 

6.  Section  60.90  is  revised  as  follows: 

§  60.90  Applicability  and  designation  of 
affected  facility. 

(a)  The  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
asphalt  concrete  plant.  For  the  purpose 
of  this  subpart,  an  asphalt  concrete  plant 
is  comprised  only  of  any  combination  of 
the  following:  dryers;  systems  for 
screening,  handling,  storing,  and  weigh¬ 
ing  hot  aggregate:  systems  for  loading, 
transferring,  and  storing  mineral  filler; 
systems  for  mixing  asphalt  concrete; 
and  the  loading,  transfer,  and  storage 
systems  associated  with  emission  c<m- 
trol  systems. 

(b)  Any  facility  imder  paragraidi  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  June  11,  1973, 
is  subject  to  the  requirements  of  this 
subpart. 
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Subpart  J — Standards  of  Performance  for 
Petroleum  Refineries 

7.  Section  60.100  is  revised  as  follows: 

§  60.100  Applicability  and  deaignation 
of  affect^  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  the  following  affected  fa¬ 
cilities  in  petroleum  refineries:  fluid 
catalytic  cracking  unit  catalyst  regen¬ 
erators,  fluid  catalytic  cracking  imit 
incinerator-waste  heat  boilers,  and  fuel 
gas  combustion  devices. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  June  11.  1973, 
is  subject  to  the  requirements  of  this 
subpart. 

Subpart  K — Standards  of  Performance  for 

Storage  Vessels  for  Petroleum  Liquids 

8.  Section  60.110  is  revised  as  follows: 

§60.110  Applicability  and  designation 
of  affected  facility. 

(a)  Except  as  provided  in  9  60.110(b), 
the  affected  facility  to  which  this  sub¬ 
part  applies  is  each  storage  vessel  for 
petroleum  liquids  which  has  a  storage 
capacity  greater  than  151,412  liters 
(40,000  gallons). 

(b)  This  subpart  does  not  apply  to 
storage  vessels  for  petroleum  or  conden¬ 
sate  stored,  processed,  and/or  treated  at 
a  drilling  and  production  facility  prior 
to  custody  transfer. 

(c)  Subject  to  the  requirements  of 
this  subpart  is  any  facility  under  para¬ 
graph'  (a)  of  this  section  which: 

(1)  Has  a  capacity  greater  than 
151,412  liters  (40,000  g^ons),  but  not 
exceeding  245,000  liters  (65,000  gallons, 
and  commences  construction  or  modifi¬ 
cation  after  March  8, 1974. 

(2)  Has  a  capacity  greater  than 
245,000  liter  (65,000  gallons),  and  com¬ 
mences  construction  or  modification 
after  Jime  11, 1973. 

Subpart  L — Standards  of  Performance  for 
Secondary  Lead  Smelters 

9.  Section  60.120  is  revised  as  follows: 

§  60.120  Applicability  and  designation 
of  affected  facility. 

(a)  The  provisions  of  this  sui^jart  are 
applicable  to  the  following  affected  fa¬ 
cilities  in  secondary  lead  smelters:  pot 
fiunaces  of  more  than  250  kg  (550  lb) 
charging  capacity,  blast  (cupola)  fur¬ 
naces,  and  reverberatory  furnaces. 

(b)  Any  facility  under  paragraph  (a) 
of  this  sectirm  that  commences  con¬ 
struction  or  modification  after  June  11, 
1973,  is  subject  to  the  requirements  of 
this  subpart. 

Subpart  M — Standards  of  Performance  for 

Secondary  Brass  and  Brorue  fngot  Pro¬ 
duction  Plants 

10.  Section  60.130  is  revised  as  fol¬ 
lows: 

§  60.130  Applicability  and  designation 
of  affected  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  the  foUowl^  affected  fa¬ 


cilities  in  secondary  brass  or  brcxize  in¬ 
got  production  plants :  reverberatory 
and  electric  furnaces  of  1,000  kg  (2,205 
lb)  or  greater  production  capMity  and 
blast  (cupola)  furnaces  of  250  kg/hr 
(550  Ib/hr)  or  greater  production  ca¬ 
pacity. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  June  11,  1973, 
is  subject  to  the  requirements  of  this 
sut^art. 

Subpart  N — Standards  of  Performance  for 
Iron  and  Steel  Plants 

11.  Section  60.140  is  revised  as  follows: 

§  60.140  Applicability  and  designation 
of  affected  facility. 

(a)  The  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
basic  oxygen  process  furnace. 

(b)  A^  facility  under  paragraph  (a) 
of  this  section  that  commences  construc- 
tlcm  or  modlflcation  after  June  11,  1973, 
is  subject  to  the  requirements  of  this 
subpart. 

Subpart  O— Standards  of  Performance  for 
Sewage  Treatment  Plants 

12.  Section  60.150  is  revised  as  follows: 

§  60.150  Applicability  and  designation 
of  affected  facility. 

(a)  The  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
incinerator  which  bums  the  sludge  pro¬ 
duced  by  municipal  sewage  treatment 
facilities. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modlflcation  after  June  11,  1973, 
is  subject  to  the  requirements  of  this 
sutvart. 

Subpart  P — Standards  of  Performance  for 
Primary  Copper  Smelters 

13.  Section  60.160  is  revised  as  follows: 

§  60.160  Applicability  and  designation 
of  affected  facility. 

(a)  The  provisions  of  this  subpart  are 
apllcable  to  the  following  affected  facili¬ 
ties  in  primary  copper  smelters:  dryer, 
roaster,  smelting  furnace,  and  copper 
converter. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modlflcation  after  October  16, 
1974,  is  subject  to  the  requirements  of 
this  sul^art. 

Subpart  Q — Standards  of  Performance  for 
Primary  Zinc  Smelters 

14.  Section  60.170  is  revised  as  foUows: 

§  60.170  Applicability  and  designation 
of  affect^  facility. 

(a)  The  provisions  of  this  subpart  are 
applicable  to  the  following  affected  facili¬ 
ties  in  primary  zinc  smelters :  roaster  and 
sintering  machine. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modlflcation  after  October  16, 
1974,  is  subject  to  the  requirements  of 
this  subpart. 


Subpart  R — Standards  of  Performance  for 
Primary  Lead  Smelters 

15.  Section  60.180  is  revised  as  follows; 

§  60.180  Applicability  and  designation 
of  affected  facility. 

(a)  The  provisions  of  this  sulH)art  are 
applicable  to  the  following  affected 
facilities  in  primary  lead  smelters;  sin¬ 
tering  machine,  sintering  machine  dis- 
jcharge  end,  blast  furnace,  dross  rever¬ 
beratory  furnace,  electric  smelting  fur¬ 
nace,  and  converter. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  con¬ 
struction  or  modification  after  October 
16,  1974,  is  subject  to  the  requirements 
of  this  sul^art. 

Subpart  S— Standards  of  Performance  for 
Primary  Aluminum  Reduction  Plants 

16.  Section  60.190  is  revised  as  fol¬ 
lows: 

§  60.190  Applicability  and  designation 
of  affected  facility. 

(a)  The  affected  facilities  in  primary 
aluminum  reduction  plants  to  which 
this  subpart  applies  are  potroom  groups 
and  anode  bake  plants. 

(b)  Any  facing  under  paragraph  (a) 
of  this  section  that  commences  con¬ 
struction  or  modlflcation  after  October 
23,  1974,  is  subject  to  the  requirements 
of  this  subpart. 

Subpart  T — Standards  of  Performance  for 
the  Phosphate  Fertilizer  Industry:  Wet- 
Process  Phosphoric  Acid  Plants 

17.  Section  60.200  is  revised  as  fol¬ 
lows: 

§  60.200  Applicability  and  designation 
of  affect^  facility. 

(a)  The  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
wet-process  phosphoric  acid  plant.  For 
the  purpose  of  this  subpart,  the  affected 
facility  includes  any  combination  of: 
reactors.  Alters,  evaporators,  and  hot- 
weUs. 

(b)  Any  facility  tmder  paragraph  (a) 
of  this  section  that  commences  con¬ 
struction  or  modification  after  October 
22,  1974,  is  subject  to  the  requirements 
of  this  subpart. 

Subpart  U — Standards  of  Performance  for 
the  Phosphate  Fertilizer  Industry:  Super- 
phosphoric  Acid  Plants 

18.  Section  60.210  is  revised  as  fol¬ 
lows; 

§  60.210  Applicability  and  designation 
of  affected  facility. 

(a)  The  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
superphosphoric  acid  plant.  For  the 
purpose  of  this  subpart,  the  affected 
facility  includes  any  combination  of: 
evaporators,  hotwells,  acid  sumps,  emd 
cooling  tanks. 

(b)  Any  facility  imder  paragraph  (a) 
of  this  section  that  commiences  con¬ 
struction  or  modlflcation  after  October 
22,  1974,  is  subject  to  the  requirements 
of  this  subpart. 
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Subpart  V — Standards  of  Performance  for 
the  Phosphate  Fertilizer  Industry:  Diam* 
monium  Phosphate  Plants 

19.  Section  60.220  is  revised  as  fol¬ 
lows: 

§  60.220  Applicability  and  designation 
of  afTectf^  facility. 

(a)  Hie  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
granular  diammonlum  phosphate  plant. 
For  the  purpose  of  this  subpart,  ttie  af¬ 
fected  facility  includes  any  combination 
of :  reactors,  granulators,  dryers,  coolers, 
screens,  and  mills. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  October  22, 
1974,  is  subject  to  the  requirements  of 
this  subpart. 

Subpart  W — Standards  of  Performance  for 
the  Phosphate  Fertilizer  Industry:  Triple 
Superphosphate  Plants 

20.  Section  60.230  is  revised  as  follows: 

§  60.230  Applicability  and  designation 
of  affected  facility. 

(a)  Hie  affected  facility  to  which  the 
provisions  of  this  subpart  apply  is  each 
triple  superphosphate  plant.  For  the  pur¬ 
pose  of  this  subpart,  the  affected  facility 
includes  any  combination  of:  mixers, 
curing  brits  (dens),  reactors,  granula¬ 
tors,  dryers,  cookers,  screens,  mUls,  and 
facilities  which  store  run-of-pile  triple 
supetidioQihate. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  October  22, 
1974,  is  subject  to  the  requirements  of 
this  siHipart. 
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Subpart  X — Standards  of  Parformance  for 

the  Phosphate  Fertilizer  Industry:  Gran* 

ular  Triple  Superphosphate  Storage 

Facilities 

21.  Section  60.240  is  revised  as  follows: 

§  60.240  Applicability  and  designation 
of  affected  facility. 

(a)  Hie  affected  facility  to  which  the 
provisions  of  this  subpart  apply  Is  each 
granular  triple  superphosphate  storage 
facility.  For  the  purpose  of  this  subpart, 
the  affected  facility  includes  any  combi¬ 
nation  of:  storage  or  curing  piles,  con¬ 
veyors,  elevators,  screens,  and  mills. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modlflcation  after  October  22, 
1974,  is  subject  to  the  requirements  of 
this  subpart. 

Subpait  Y — Standards  of  Performance  for 
Coal  Preparation  Plants 

22.  Section  60.250  is  revised  as  follows: 

§  60.250  Applicability  and  designation 
of  affected  facility. 

(a)  Hie  provisions  of  this  subpart  are 
applicable  to  any  of  the  following  af¬ 
fected  facilities  in  coal  preparation 
plants  which  process  more  than  200  tons 
per  day :  thermal  dryers,  pneumatic  coal¬ 
cleaning  equipment  (air  tables),  coal 
processing  and  conveying  equipment  (in¬ 
cluding  breakers  and  crushers),  coal 
storage  systems,  and  coal  transfer  cmd 
loading  systems. 

(b)  Ai^  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  October  21, 
1974,  is  subject  to  the  requirements  of 
this  subpart. 


Subpart  Z — Standards  of  Parformanca  for 
Ferroalloy  Production  Facilities 

23.  Section  60.260  Is  revised  as  follows: 

§  60.260  Applicability  and  designation 
of  affected  facility. 

(a)  Hie  provisions  of  this  subpart  are 
applicable  to  the  following  affected  fa¬ 
cilities:  electric  submerged  arc  furnaces 
which  produce  silicon  metal,  ferroslllcon. 
calcium  silicon,  sillcomanganese  zircon¬ 
ium.  ferrochrome  silicon.  silvery 
iron,  high -carbon  ferrochrome,  charge 
chrome,  standard  ferromanganese,  sUl- 
eexnanganese.  ferromanganese  silicon,  or 
calcium  oaihlde;  and  dust-handling 
equipmttit. 

(b)  Any  facility  under  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  October  21, 
1974,  Is  subject  to  the  requirements  of 
this  subpart. 

Subpart  AA — Standards  of  Parformance  for 
Steal  Plants:  Electric  Arc  Furnaces 

24.  Section  60.270  is  revised  as  follows: 

§  60.270  Applicability  and  designation 
of  affect^  facility. 

(a)  Hie  provisions  of  this  subpart  are 
applicable  to  the  following  affected  fa¬ 
cilities  in  steel  plants:  electric  arc  fur¬ 
naces  and  dust-handling  equlixnent. 

(b)  Any  facility  imder  paragraph  (a) 
of  this  section  that  commences  construc¬ 
tion  or  modification  after  October  24. 
1974,  is  subject  to  the  requirements  of 
this  subpart. 

(Sacs.  Ill  and  801(a),  Clean  Air  Act  aa 
amended  (42  UB.C.  18670-6,  1867g(a)).) 
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